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Tungsten-molybdenum ore

Art. ID
Unit
Deliverydetails

Text/Information

CANMET-MP-2a

2009

Labmix24 GmbH
Kesseldorfer Rott 24
46499 Hamminkeln
Germany

No Dangerous Good /not restricted

Analyte/Parameter
Silver (Ag)
Aluminium (Al)
Barium (Ba)
Beryllium (Be)
Bismuth (Bi)
Calcium (Ca)
Cadmium (Cd)
Cerium (Ce)
Cobalt (Co)
Chromium (Cr)
Caesium (Cs)
Copper (Cu)
Dysprosium (Dy)
Iron (Fe)
Gadolinium (Gd)
Hafnium (Hf)
Lanthanum (La)
Lithium (Li)
Lutetium (Lu)
Magnesium (Mg)
Manganese (Mn)
Molybdenum (Mo)
Niobium (Nb)
Neodymium (Nd)
Lead (Pb)
Praseodymium (Pr)
Rubidium (Rb)
Sulfur (S)
Scandium (Sc)
Silicon (Si)

Samarium (Sm)

CAS number
[7440-22-4]
[7429-90-5]
[7440-39-3]
[7440-41-7]
[7440-69-9)
[7440-70-2]
[7440-43-9]
[7440-45-1]
[7440-48-4]
[7440-47-3]
[7440-46-2]
[7440-50-8]
[7429-91-6]
[7439-89-6]
[7440-54-2]
[7440-58-6]
[7439-91-0]
[7439-93-2]
[7439-94-3]
[7439-95-4]
[7439-96-5]
[7439-98-7]
[7440-03-1]
[7440-00-8]
[7439-92-1]
[7440-10-0]
[7440-17-7]
[7704-34-9]
[7440-20-2]
[7440-21-3]
[7440-19-9]

Concentration/Value
4,82
5,99
12,3
1,25
989
3,22
14,5
357
55
150
5,78
459
32,5

24,8
9,4
157

81
4,36
923
0,1018
0,1586
97
117,9
0,277
38,5
229
0,716
4,87
31,2

26,7
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Labmix24 GmbH Tel: +49 (0) 2852 96064 00
Kesseldorfer Rott 24 Fax: +49 (0) 2852 96064 24

. 46499 Hamminkeln Web: www.labmix24.com
flnd yOUl’ standards Germany E-Mail: info@labmix24.com
Tin (Sn) [7440-31-5] 537 ua/g
Strontium (Sr) [7440-24-6] 12,3 ua/g
Tantalum (Ta) [7440-25-7] 11,6 ug/g
Terbium (Tb) [7440-27-9] 4,82 Hg/g
Thorium (Th) [7440-29-1] 61,3 ua/g
Titanium (Ti) [7440-32-6] 268 pg/g
Thulium (Tm) [7440-30-4] 41 ug/g
Uranium (U) [7440-61-1] 37 ua/g
Tungsten (W) [7440-33-7] 0,338 %
Ytterbium (Yb) [7440-64-4] 28,8 pa/g
Zinc (Zn) [7440-66-6] 0,566 %

Zirconium (Zr) [7440-67-7] 134 pa/g



